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DuPont™ Tyvek® 1222A Technical Data Sheet

Product Description

Application: Protective Apparel
Style name: Tyvek® 1222A

Compeosition: Polyethylene (HDPE)
Description: Nonweven fabric consisting of continuous flashspun polyethylene fibers and antistatic treated

Preliminary Product Properties

PROPERTY TEST METHOD UNIT TYPICAL VALUES
Unit Welght_‘_“_ g  SAZe  ASTMD3TIE g/m? 40
Tensile Strength MD / XD & EM 150 1383441 N > 45
I;slstance to Wal Penmtion o : AA;CC i27 cm >127
-— Flammability TaF PR, 1_6—:'.}'_R 1610 Class 1: Normal Flammability

Note: Typical values are based on mill roll averages with samples taken uniformiy across the sheet.
MD = Machine direction - XD = Cross direction
u Modified for sample size
@ Speed: 100mm/min & medified for
conditioning
@) Rate of use: 60 cm H20/min

Property Test Method Typical Resuit

Thickness ASTM D1777 5.9 mils

Basis Weight ASTM D3776 1.2 oz/yd;

Burst Strength - Mullen ASTM D74 S0 pst

Seam Strength ASTM D16E3 > 19 by

Breaking Strength - Grab {MD) ASTM DS034 18 Ibyfin

Breaking Strength - Grab (CD) ASTM DS0O34 22 b/in

Hydrostatic Head AATCC 127 45 inches H-0O
Surface Resistivity (25°C / 55& RH) ASTM D257 < 6.3 x 109 ohms/sgquar

Wearing Apparel Flammability 16 CFR 18610 Class 1




